
Technical Guide

TIOADH0001

Styrobond 551 Adhesive for XPS Boards

A high performance, high solids solvent-based adhesive which has been especially developed 
for bonding polystyrene to itself, and to a wide variety of substrates including plasterboard, 
concrete, brickwork and metal.

Product Code		 Product Description		
TIOADH0001		  Styrobond 551 adhesive for XPS boards	

Directions for use:

Surface Preparation
All surfaces must be clean, dry, and free from dust, grease, and any loose material.

Substrates must be conditioned before assembly for 48 hours at 20°C.

High humidity and low temperature will slow the drying process. Low temperatures will slow the drying time, and may 
result in an irreparable separation of the adhesive and may produce a bloom, where the moisturem formed on the 
adhesive line, caused by solvent evaporation, lowers the air temperature above it.

Application and bonding
An coat of adhesive should be applied evenly, and allow the solvent to evaporate.

Drying is dependent on conditions, but bond under normal conditions will be approx.
2 minutes under normal conditions.

Bring the two dry surfaces together and apply a uniform pressure over the entire bonded area, starting in the
middle and working outwards. A full cure will take up to 24 hours.

Danger
Extremely flammable aerosol. Pressurised container: may burst if heated. Causes serious eye irritation. May cause 
drowsiness or dizziness. Toxic to aquatic life with long lasting effects. Keep away from heat/sparks/open flames/hot 
surfaces. No smoking. Avoid breathing vapour/spray. Use personal protective equipment as required. Use only outdoors or 
in a well ventilated area.

IF INHALED:
Remove victim to fresh air and keep at rest in a position comfortable for breathing.

IF IN EYES:
Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do so, and
continue rinsing.

Protect from sunlight. Do not expose to temperatures exceeding 50°C/122°F. Dispose of contents/container in accordance 
with local regulations.

Yellow/Brown

Synthetic polymer

Acetone/Hydrocarbon blend

Approx. 50mPa.s

Approx. 30-32%

Low viscosity liquidPhysical appearance
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Solvent

Viscosity CPS at 20°C

Total solids content

Approx. 0.75

2-15 minutes

Highly flammable

Relative density

Open time

Flammability

This product was manufactured in accordance to ISO 9001:2015.

Store in a dry and well ventilated area between 15-35°C.
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